PRIVATELY OWNED

PROPERTY LINE
COUNTY OWNED

ADAPTER SHALL BE PLACED ON
UNDISTURBED GROUND OR 95%
COMPACTED GROUND OR ASTM C33
SIZE NUMBER 87 GRAVEL.

RISER TO BE INSTALLED
BY PLUMBER.
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FOR NON—-TRAFIC AREA,
SEE DETAIL THIS SHEET.

OR TYPE 'B’, PLUMBER
TO CUT RISER; INSTALL
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Y-BRANCE, 1/8 BEND &

MIN. 4'—0"
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PIPE TO HOUSE; AND

=

4" PIPE _/ |

TYPE 'B° CONNECTION

ADJUST RISER TO GRADE.

CAST IRON BELL OR DOUBLE
HUB ADAPTED

\

ASTM C33 SIZE NUMBER 67
GRAVEL.

~—35% COMPACTED GROUND OR

WATER TIGHT ADAPTEP\ CANE T 3

MATERIAL TO BE SDR-35 P.V.C.,
D..P. OR C.I. SOIL PIPE ALL JOINTS
TO BE PUSH ON RUSBER GASKET

i JOINTS.

1/8 BEND

—MAIN LINE SEWER

5"

—

4" PIP|

o—FINISHED GRADE

(PROTRUDING KEY TYPE).
PIPE SEAL GASKET

e

C.l. SOIL PIPE.
DETAIL 2.

STANDARD SYMBOL —1C o
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TYPE 'A’ CONNECTION '

FOR TYPE 'A’, PLUMBER TO REMOVE
PLUG OR CAP AND INSTALL PIPE TO
HOUSE AND ADJUST RISER TO GRADE.

PANELLA TYPE CLEANGCUT
/W[TH COUNTER SUNK HEAD.

P.V.C. OR 1.
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\6” PIPE TO MAINLINE SEWER
INSTALLED PER STANDARD
CONNECTION DETAIL.

Y-BRANCH TO BE CAST IRON SOIL
PIPE OR F.V.C.. P.V.C. Y=BRANCH TO
BE ENCASED AS SHOWN.

CONTRACTOR TO INSTALL MIN. 20" PIECE
OF PIPE AND CAP. INSTALLATION TO BE
BLOCKED AND BRACED FOR AIR TEST.

ELEVATION

NOTES

FOR PAVED AREAS (INCLUDING SIDEWALKS) SEE CLEANCQUT
COVER ASSEMBLY DETAIL.

VERTICAL CLEANOUT RISER STUB SHALL BE 4 FEET OR LESS
BELOW SURFACE FOR UNIMPROVED LOTS AND PROVIDED

WITH A WATER TIGHT PLUG. LOCATION IS TO BE MARKED WITH
A 2"x6” BOARD EXTENDING ONE FOOT MIN. ABOUVE GRADE.

A FLEXIBLE COUPLING WILL BE REQUIRED BETWEEN THE MAIN
AND THE CLEANQUT WYE BRANCH IF THE WYE IS A DIFFERENT
MATERIAL THAN THE PIPE.

IF A PVC WYE IS USED. IT SHALL BE SET ON ITS SIDE WITH
TWO 45 DEGREE BENDS WITH A SHORT SPOOL PIECE
BETWEEN THE BENDS.
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STANDARD CLEAN-OQOUT
NON—-TRAFFIC AREA






